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1	Single-leaf fire door EW, EI 30-90

[bookmark: b2]Standard version

Frame
· Corner or block frame of galvanised steel, 
· 2 mm thick, 
· Without bottom stop,
· Profiled for fire-proof seal and laminates, 
· Designed to meet static requirements.

Door leaf
· With smooth and flat surface, made of 2 mm thick galvanised sheet metal,
· With inserted seals around three sides,
· Solid composite panel, 
· Flush inside the door frame,
· Leaf thickness: 60 mm.

Door furniture
· Fire-proof change-over lock “HOBES”,
· Fire-proof U-shaped handle set,
· Min. with 3 pcs, (4 pcs, if the height of the door leaf is over 2m) doubly bolted hinges,
-     Self-closing via hydraulic door shutter adapter DORMA.  

Special versions
· Skylights:			with fire-proof glass 
· Frame:			special block frame 
· Glassed areas in the door leaf
· Surface:			painted according to produc 			                certification  
· Panic function

Appropriate test certificates must be presented prior to installation.

             Scope of documentation and marking of fire door: 
             See standard No. 40/03
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Standard version

Frame
· Corner or block frame of galvanised steel plate, 
· Galvanised steel plate, thick 2 mm
· Without bottom stop,
· Profiled for fire-proof seal and laminates, 
· Designed to meet static requirements.

Door leaf
· With smooth and flat surface, made of 2 mm thick galvanised sheet metal,
· With inserted seals around three sides,
· Solid composite panel, 
· Flush inside the door frame,
· Leaf thickness: 60 mm.

Furniture
· Fire-proof change-over lock “HOBES”,
· Fire-proof U-shaped handle set,
Standard handle (black PVC with steel core and short shield),
-     Min. with 3 pcs, (4 pcs, if the height of the door leaf is over 2m) doubly   	bolted hinges,
-     Self-closing via hydraulic door shutter adapter DORMA.  

Secondary door leaf
· With mechanical follow-up closing, 
-     Min. with 3 pcs, (4 pcs, if the height of the door leaf is over 2m) doubly 	bolted hinges,
-     Self-closing via hydraulic door shutter adapter DORMA. 

Special versions
· Skylights:			with fire-proof glass 
· Frame:			special block frame 
· Glassed areas in the door leaf
· Surface:			painted according to Standard 
· Panic function


Appropriate test certificates must be presented prior to installation.
             Scope of documentation and marking of fire door: 
             See standard No. 40/03
[bookmark: _Toc451763648]3	Single leaf regular door E 0

Standard version

Frame
· Corner or block frame of galvanised steel plate, 
· Galvanised steel plate, thick 1.3 mm
· Without bottom stop,
· Designed to meet static requirements.

Door leaf
· With smooth and flat surface, made of 1.3 mm thick galvanised sheet metal,
· With inserted seals around three sides,
· Solid composite panel, 
· Flush inside the door frame,
· Leaf thickness: 60 mm.

Door furniture
· Single catch change-over lock, adjusted for plug insertion,
· Safety U-shaped handle set,
-     Min. with 3 pcs, (4 pcs, if the height of the door leaf is over 2m)  doubly 	bolted hinges,

Special versions
· Skylights:			with removable or fixed panel
		with glassing
· Frame:			special block frame 
· Glassed areas in the door leaf
· Surface:			painted according to Mondi SCP
                                                              Standard 
· Door closing mechanism: 		DORMA, adjustable
· Panic function



Appropriate test certificates must be presented prior to installation.
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[bookmark: b5]Standard version

Frame
· Corner or block frame of galvanised steel plate, 
· Galvanised steel plate, thick 1.3 mm
· Without bottom stop,
· Designed to meet static requirements.

Door leaf
· With smooth and flat surface, made of 1.3 mm thick galvanised sheet metal,
· With inserted seals around three sides,
· Solid composite panel, 
· Flush inside the door frame,
· Leaf thickness: 60 mm.

Door furniture
· Single catch change-over lock, adjusted for plug insertion,
· Safety U-shaped handle set,
-     Min. with 3 pcs, (4 pcs, if the height of the door leaf is over 2m) doubly 	bolted hinges,

Secondary door leaf 
-     Min. with 3 pcs, (4 pcs, if the height of the door leaf is over 2m) doubly bolted 
      hinges,

Special versions
· Skylights:			with removable or fixed panel
		with glassing 
· Frame:			enclosing frame
		special block frame 
· Glassed areas in the door leaf
· Surface:			painted according to Mondi SCP Standard 
· Door closing mechanism:		DORMA, adjustable
· Panic function



Appropriate test certificates must be presented prior to installation.
[bookmark: _Toc451763650]5	Single-leaf sliding fire door EW, EI 45 and EW, EI 90

Standard version

Guide rail
· Horizontal galvanised guide rail pipe, 
· Galvanised steel 3.0 mm thick,
· Three-dimensionally adjustable,
· For wall or ceiling mounting.
· Standard rail shielding for wall-mounted rail,
· Designed to meet static requirements.

Door leaf
· Simple element assembling,
· Made of 2 mm thick galvanised sheet metal, 
· Solid composite panels,
· Leaf thickness: 60 mm,
· Each individual door element doubly suspended via ball bearings.
· Adjustable central bottom guide roll,
(no protruding guiding elements at passing area)
· Opening, right or left, 
· Operator-friendly bow-shaped handle on suspension side, 
· Shell-shaped handle on other side,
· Leaf-integrated shock absorber (for smooth closing in end positions),
· Self-closing via closing weights running in galvanised cladding box, 
· 24-Volt holding magnet. 

Special versions
· Integrated sneak-through door
· Integrated skylight
· Surface: painted according to Mondi BP Standard No.16/01
· Lockable
· Free wheeling
· Fire alarm system
· Electric drives. 

Appropriate test certificates must be presented prior to installation.

             Scope of documentation and marking of fire door: 
             See standard No. 40/03
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